AUTOMOTIVE MANUFACTURERS EQUIPMENT
COMPLIANCE AGENCY, I'NC.

AMECA NOTICE OF
EQUIPMENT COMPLIANCE™

This notice verifies that the item described below has been lested by an accredited [aboratory and has been
found to be in compliance with the jurisdictional standard(s) listed below where applicable. The issuance of
this AMECA Notice of FEquipment Compliance™ does not denote or imply any endorsement or
recommendation of the item described below.

Notification Number: 190294 Test Report Date: February 21, 2019
Expiration Date: July 1, 2022

Item: “20-FDois/20-FDo16" - Combination Turn Signal, Parking, Headlamp, Daytime
Running And Side Marker Lamp With Reflex Reflector - White and Yellow In
Color |

Use: On 2017-2018 Model Years Ford F250 Motor Vehicles

Jurisdictional Compliance Standard(S)
Identical To:  ‘United States FMVSS 571.108 Photometric Only

Item Mavkings: Lens: Morimoto (Morimoto Logo ) DOT SAE VOR HL P2 A DRL P Is5
18 20-FDois (or FDo16)
Housing: 12’V

Lightsource: Turn Signal Lamp: 48 LED’s, 12.8V
Parking Lamp: 48 LFD’s, 12.8V
Lower Beam: 12 LFD’s, 12.8V
Upper Beam: 12 LED’s, 12.8V
Daytime Running Lamp: 48 LFD’s, 12.8V
Side Marker Lamp: 15 LFD’s, 12.8V

Test Lab: ISOQA Technical Service=€o., Ltd.

US Patent & Trademark Office and with the US Department of Homeland Security - Customs and Border Patrol. These trademarks
are solely owned by Automotive Manufacturers Equipment Compliance Agency, Inc. and may not be used without the express
written permission of AMECA.

Form EC-1 Rev. 1/2017
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Report No. : ISOQA-19-0058

Test Component

Applicant Morimoto Lighting

20-FD015/ 20-FD016

IQE
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PRODUCT INFORMATION

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting

Manufacturer same as Applicant

Trade Mark MORIMOTO

Lens Material CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE N-102 Clear $
Coating of Exterior Lens UVHC 3000

Inner Lens Material Glass

Reflex Reflector Material

CHIMEI Corporation ACRYREX CM-205 POLYMETHYL METHACRYLATE A-001 Yellow

Applicable Vehicle

FORD F250 2017-2018

Rated Voltage

12V

Marking on Lens

DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO

Marking on Housing

12V

Method of Mounting to Vehicle

bolted

* Above-mentioned information is provided by the applicant

Front Turn Signal

Headlamp - Lower

Headlamp - Upper

Daytime Running

Functions e Parking Lamp Beam Beam e
Requirements S 108 e . FMVSS 108 FMVSS 108 ooy
Identification Code of SAE J759 15 P HL HL DRL
Number of Compartments or Lamps 1 1 1 1 1
Color of Lens Clear Clear Clear Clear Clear
Color of Light Emitted Yellow White White White White
Light Source Designation LED x 48 LED x 48 LED x 12 LED x 12 LED x 48
Design Voltage 128V 128V 128V 12.8V 128V
Rated Mean Spherical Candlepower - - - - -
Effective projected illuminated area of lens (mm?) 14940 N/A N/A N/A 14940
Method of determination Projected N/A N/A N/A Projected
Test Item Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2019/1/28 2 2 2
Photometry Test Bo Yang Lee 2019/1/28 2 2 2
Color Test Bo Yang Lee 2019/1/28 2 2 2

Product Information
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Report No. : ISOQA-19-0058

Test Component

Applicant

20-FD015/ 20-FD0O16
Morimoto Lighting

IQ&%(\
KL AT

www.isoga.org |

isoga@isoqa.org

Functions

Side Marker Lamp

Reflex Reflector

ReaaE T FMVSS 108 FMVSS 108
SAE J592 SAE J594
Identification Code of SAE J759 P2 A
Number of Compartments or Lamps 1 1
Color of Lens Yellow Yellow
Color of Light Emitted Yellow Yellow
Light Source type and Trade Number LED x 15 N/A
Design Voltage 128V N/A
Rated Mean Spherical Candlepower - N/A
Effective Projected Luminous Lens Area (cm?) N/A N/A
Method of determination N/A N/A
Test ltem Inspector Date Number of Tested
Physical Inspection Bo Yang Lee 2019/1/28 2 2
Photometry Test Bo Yang Lee 2019/1/28 2 2
Color Test Bo Yang Lee 2019/1/28 2 2

Product Information page 4 of 29
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Test Component 20-FDO015/ 20-FD0O16
Applicant : Morimoto Lighting

B EEEEEEE
www.isoga.org | isoqa@isoga.org

TURN SIGNAL LAMP TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting

Test Laboratory ISOQA Technical Service Co., Ltd.

Test Date 2019/1/28

Report Number ISOQA-19-0058

Number of devices tested See below

Light source Designation LED x 48
SUMMARY

Test Description Test Results -
Number Passed Number Failed

- Physical Inspection 2 -

- Photometry Test 2 -

- Color Test 2 -

Remarks

M&,@%

Signature of Responsible Laboratory Official

Title :  Laboratory Manager
Date: :  February 21, 2019

Turn Signal Lamp page 5 of 29



Report No. : ISOQA-19-0058 I Q ﬁ% n
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Test Component 20-FD015/ 20-FD0O16
Applicant : Morimoto Lighting

B EEEEEEE
www.isoga.org | isoqa@isoga.org

PHYSICAL INSPECTION

Inspection Performed by : Bo Yang Lee Date 1 2019/1/28
Marking on Lens DOT SAE VOR HL P2 ADRL P I5 18 20-FD015 MORIMOTO
Marking on Housing 12V
. CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE

Lens Material

N-102 Clear $
Coating of External Lens UVHC 3000

Trade No/ Designation LED
Light Sources Used Quantity 48

Rated Voltage 12V
Remarks

EFFECTIVE PROJECTED LUMINOUS LENS AREA
Test Performed by : BoYangLee Date 1 2019/1/28
. Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

Vehicle Type buses of less than 2032 mm in overall width
Method of determination Projected
Effective projected illuminated area Requirement Value Result
of lens (mm?) 2200 14940 PASSED
Remarks

Turn Signal Lamp page 6 of 29



Report No. :

Test Component

Applicant

ISOQA-19-0058

20-FD015/ 20-FD016

Morimoto Lighting

|QE
1 O \G

] ] I EEER
www.isoga.org | isoqa@isoga.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 3.167 m Light Source Designation LED x 48
Tested Voltage 128V Lighted Sections 3
) Sample 1 Sample 2
(ai:;iargi}:\sltj;msr:gEa\tj:ggg) 1 min. Steady Ratio 1 min. Steady Ratio
1590 1641 0.97 1830 1890 0.97
Test Points Zone paRrT(?,;g Minimum Maximum Sample | Sample 2
Lamp (cd) (cd) Rto |Measured”| Rto | Measured "
5U - 20L 1 3 87.5 - 36.8 646.80 5.6 259.70
5D - 20L 1 - 87.5 - 34.9 587.50 5.6 301.40
10U - 5L 1 3 137.5 - 22.6 1501.00 13.9 1134.00
10D - 5L 1 - 137.5 - 23.0 1374.00 15.1 1392.00
5U - 10L 2 3 250 - 26.7 1517.00 141 1245.00
H-10L 2 3 350 - 26.0 1560.00 14.2 1433.00
5D - 10L 2 - 250 - 25.4 1487.00 13.9 1432.00
5U-V 3 5 587.5 - 19.6 1585.00 19.4 1689.00
H-5L 3 5 687.5 - 220 1713.00 16.0 1758.00
H-V 3 5 687.5 - 18.7 1641.00 19.0 1890.00
H-5R 3 5 687.5 - 16.1 1509.00 21.9 1906.00
5D-V 3 - 587.5 - 18.6 1617.00 18.2 1903.00
5U - 10R 4 3 250 - 13.8 1099.00 25.2 1452.00
H-10R 4 3 350 - 13.6 1189.00 251 1646.00
5D - 10R 4 - 250 - 13.7 1181.00 24.8 1673.00
10U - 5R 5 3 137.5 - 16.1 1316.00 19.7 1270.00
10D - 5R 5 - 137.5 - 16.5 1242.00 20.3 1473.00
5U - 20R 5 3 87.5 - 5.6 234.50 34.4 591.10
5D - 20R 5 - 87.5 - 5.8 266.50 324 634.20
Visibility 0.3 - - (29.20) - (32.89)
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 Sample 2
1 450 4109.30 3087.10
2 850 4564.00 4110.00
3 3237.5 8065.00 9146.00
4 850 3469.00 4771.00
5 450 3059.00 3968.30
(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.
Turn Signal Lamp page 7 of 29
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Test Component 20-FD015/ 20-FD0O16

mEEEEN
www.isoga.org | \soqo@ isoga.org

Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYangLee Date : 2019/1/28
Test distance(m) 0 3.073m Light Source Designation : LED x 48
Color of Light Emitted : Yellow
Sample 1 Sample 2
Color emitted from HV point X= 0.5708 0.5697
y= 0.4203 0.4212
0.45
0.44
0.43
0.42 A |
==S1
0.41 S2
0.4
0.39
0.38

054 055 056 057 058 0.59 0.6 0.61 0.62

Remarks
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Report No. :

Test Component
Applicant

ISOQA-19-0058

20-FDO015/ 20-FD
Morimoto Lighting

016

1IREOA
ROAS AT I

www.isoga.org | isoqa@isoqa.org

PARKING LAMP TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2019/1/28
Report Number ISOQA-19-0058
Number of devices tested See below
Light source Designation LED x 48
SUMMARY

Test Description

Test Results

Number Passed

Number Failed

- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
Remarks

ﬁ/wdaaa%

Signature of Responsible Laboratory Official

Title
Date:

Parking Lamp

Laboratory Manager
February 21, 2019
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Test Component : 20-FD015/ 20-FD0O16

EE I EEEEER
www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting
PHYSICAL INSPECTION
Inspection Perfformed by : Bo Yang Lee Date : 2019/1/28
Marking on Lens DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO
Marking on Housing 12V
. CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE

Lens Material

N-102 Clear $
Coating of External Lens UVHC 3000

Trade No/ Designation| LED
Light Sources Used Quantity 48

Rated Voltage 12V

Remarks

Parking Lamp page 10 of 29



Report No. :

Test Component :
Applicant

ISOQA-19-0058

20-FD015/ 20-FD0O16
Morimoto Lighting

ICENA
I u %y-%l EEEE
www.isoga.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 3.167 m Light Source Designation LED x 48
Tested Voltage 128V
) Sample 1 Sample 2
(aili?:%sl:;msrf;zrégg) 1 min. Steady Ratio 1 min. Steady Ratio
96 87.7 1.09 109.2 99.6 1.10
. Minimum Maximum Sample 1 Sample 2
Test Points Zone
(cd) (cd) Measured Measured
5U - 20L 1 0.4 125 17.59 46.34
5D - 20L 1 0.4 250 16.84 54.29
10U - 5L 1 0.8 125 66.40 81.40
10D - 5L 1 0.8 250 59.79 92.00
5U - 10L 2 0.8 125 56.73 88.00
H-10L 2 14 125 60.08 101.20
5D - 10L 2 0.8 250 58.52 102.80
5U -V 3 2.8 125 80.83 86.90
H-5L 3 3.6 125 77.69 109.70
H-V 3 4 125 87.70 99.60
H-5R 3 3.6 125 93.50 86.90
5D -V 3 2.8 250 87.10 104.60
5U - 10R 4 0.8 125 79.85 57.63
H-10R 4 1.4 125 87.50 65.69
5D - 10R 4 0.8 250 86.30 67.49
10U - 5R 5 0.8 125 81.80 64.59
10D - 5R 5 0.8 250 75.08 72.50
5U - 20R 5 0.4 125 42.18 17.16
5D - 20R 5 0.4 250 46.15 19.58
Visibility on or above HH 0.05 125 85'?1963 1(] '17_82)
Visibility below HH 0.05 250 (9175591) 1(158:15%
Zone Total Luminous Intensity
Zone Minimum (cd) Sample 1 Sample 2

1 2.4 160.62 274.03
2 3.0 175.33 292.00
3 16.8 426.82 487.70
4 3.0 253.65 190.81
5 2.4 245.21 173.83

(1) The measured values at each individual test point shall not be less than 60% of the required minimum value shown for that individual test point location. The sum of the luminous
intensity measurements at each test point within a zone shall not be less than the Zone Total Luminous Intensity shown.

Parking Lamp
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Report No. :

Test Component :

ISOQA-19-0058

20-FD015/ 20-FD0O16
Morimoto Lighting

ICENA
I u %y-gl EEEE
www.isoga.org | isoqa@isoqa.org

Applicant

COLOR TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 3.073 m Light Source Designation LED x 48
Color of Light Emitted White
Sample 1 Sample 2
Color emitted from HV point X= 0.3506 0.3529
y= 0.3690 0.3656
0.45
0.425
0.4
0.375
==S1
0.35 52
0.325
0.3
0.275

0.275 03 0325 035 0.375 0.4 0425

Remarks

0.45 0.475 0.5 0.525

Parking Lamp
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Report No. : ISOQA-19-0058

Test Component 20-FD015/ 20-FD0O16
Applicant : Morimoto Lighting

ICRANN A
A T

www.isoga.org | isoqa@isoga.org

HEADLAMP TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting

Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2019/1/28

Report Number ISOQA-19-0058

Number of devices tested See below

Upper Beam - LED x 12

Light source Designation
Lower Beam - LED x 12

SUMMARY
- Test Results
Test Description
Number Passed Number Failed
- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -

Remarks

M@@Zﬁ

Signature of Responsible Laboratory Official

Title :  Laboratory Manager
Date: : February 21, 2019

Headlamp page 13 of 29



Report No. : ISOQA-19-0058

20-FDO015/ 20-FD
Morimoto Lighting

Test Component :
Applicant

016

1IREOD A
1 O & \L/m\

www.isoga.org | isoqa@isoqa.org

Inspection Performed by

Bo Yang Lee

PHYSICAL INSPEC

TION

Date

2019/1/28

Marking on Lens

DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO

Marking on Housing 12V
: CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE

Lens Material
N-102 Clear $

Coating of External Lens UVHC 3000
Function Upper Beam Lower Beam

) Trade No/ Designation| LED LED

Light Sources Used -
Quantity 12 12
Rated Voltage 12V 12V

Remarks

Headlamp page 14 of 29



Report No.

Test Component :
Applicant

: ISOQA-19-0058

20-FD015/ 20-FD016

Morimoto Lighting

1IREOD A
1 O & \L/m\

www.isoga.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 25m Test Voltage 128V
Light Source Designation Upper Beam - LED x 12 / Lower Beam - LED x 12
_ Sample 1 Sample 2
(e?éssgd};ntutromgf\;t JgéS\(/)) 1 min. Steady Ratio 1 min. Steady Ratio
69100 62630 1.10 72170 66830 1.08
UB2 - Upper Beam Photometric Test Point Values
Test Points Minimum Maximum Sample 1 Sample 2
(cd) (cd) Measured Measured
2Uu-v 1500 - 17140.00 13690.00
1U-3L 5000 - 19580.00 16780.00
1U-3R 5000 - 18330.00 16810.00
H-V 40000 75000 62630.00 66830.00
H-3L 15000 - 27640.00 27820.00
H-3R 15000 - 32520.00 52810.00
H-6L 5000 - 11490.00 11250.00
H-6R 5000 - 15610.00 32830.00
H-9L 3000 - 4780.00 5123.00
H-9R 3000 - 6772.00 19070.00
H-12L 1500 - 3007.00 1874.00
H-12R 1500 - 2519.00 8530.00
1.5D -V 5000 - 58820.00 62900.00
1.5D - 9L 2000 - 18480.00 15570.00
1.5D - 9R 2000 - 18750.00 13870.00
25D -V 2500 - 47330.00 31140.00
25D -12L 1000 - 8340.00 6097.00
25D -12R 1000 - 8430.00 4901.00
4D -V - 12000 10650.00 7133.00
Headlamp page 15 of 29



Report No. :

Test Component :

Applicant

ISOQA-19-0058

20-FD015/ 20-FD016

Morimoto Lighting

|QE
1 O \G

[ 8§ ] I EEER
www.isoga.org | isoqa@isoqa.org

) Sample 1 Sample 2
S(t::ggr;:;nlggs?oté fz%ég)R 1 min. Steady Ratio 1 min. Steady Ratio
54530 50470 1.08 48370 41320 1.17
LB2V - Lower Beam Photometric Test Point Values
. Minimum Maximum Sample 1 Sample 2
Test Points
(cd) (cd) Measured Measured
10U to 90U - 125 41.76 60.31

4U - 8L 64 - 129.70 134.40

4U - 8R 64 - 139.60 122.70

2U-4L 135 - 305.70 255.50

1.5U-1Rto 3R 200 - 396.69 334.68

1.5U-1Rto R - 1400 509.39 459.12

1U-15LtoL - 700 579.51 458.11

0.5U-15LtoL - 1000 792.54 615.69
(643.93) (563.97)

0.5U-1Rto 3R 500 2700

717.56 622.76

H-4L 135 - 1118.00 787.30

H-8L 64 - 702.50 474.90
0.6D -1.3R 10000 - 27080.00 46070.00
0.86D -V 4500 - 30130.00 36490.00
0.86D - 3.5L 1800 12000 9230.00 9370.00
1.5D - 2R 15000 - 50470.00 41320.00
2D -9L 1250 - 16320.00 11270.00
2D -9R 1250 - 17300.00 10240.00

2D -15L 1000 - 5007.00 4046.00
2D - 15R 1000 - 5132.00 2980.00
4D - 4R - 12500 10580.00 4778.00

4D - 20L 300 - 1114.00 958.00
4D - 20R 300 - 1261.00 826.00

Headlamp

page 16 of 29
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Test Component : 20-FD015/ 20-FD0O16
Applicant : Morimoto Lighting

EE I EEEEER
www.isoga.org | isoqa@isoqa.org

COLOR TEST

Test Performed by : BoYangLee Date : 2019/1/28
Test distance(m) : 3.073m Color of Light Emitted : White

Color emitted from HV point Sample 1 Sample 2
X= 0.3230 0.3337
y= 0.3370 0.3499
X= 0.3353 0.3357
y= 0.3555 0.3491

Upper Beam

Lower Beam

Upper Beam
0.45
0.425

0.4

0.375
=i—S1

0.35

0.325

03

0.275
0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

Lower Beam
0.45
0.425

0.4

0.375 sl

0.35
S2

0.325

0.3

0.275
0.275 0.3 0.325 0.35 0.375 0.4 0.425 0.45 0.475 0.5 0.525

Remarks

Headlamp page 17 of 29



Report No. :

Test Component :
Applicant

ISOQA-19-0058

20-FDO015/ 20-FD
Morimoto Lighting

016

1IREOD A
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DAYTIME RUNNING LAMP TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2019/1/28
Report Number ISOQA-19-0058
Number of devices tested See below
Light source Designation LED x 48
SUMMARY

Test Description

Test Results

Number Passed

Number Failed

- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
Remarks

M@@Zﬁ

Signature of Responsible Laboratory Official

Title
Date:

DRL

Laboratory Manager
February 21, 2019
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Report No. : ISOQA-19-0058

Test Component : 20-FDO015/ 20-FD
Applicant : Morimoto Lighting

ICENA
I u %y-%l EEEE
www.isoga.org | isoqa@isoqa.org

016

PHYSICAL INSPECTION

Inspection Performed by : Bo Yang Lee Date : 2019/1/28

Marking on Lens

DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO

Marking on Housing

12V

Lens Material

CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE
N-102 Clear $

Coating of External Lens UVHC 3000

Trade No/ Designation| LED
Light Sources Used Quantity 48

Rated Voltage 12V
Remarks

Unobstructed Effective Projected Luminous Lens Area
Test Performed by :  BoYangLee Date : 2019/1/28
. Passenger cars, multipurpose passenger vehicles, trucks, trailers, and

VA T buses of less than 2032 mm in overall width
Method of determination Projected
Unobstructed effective projected Requirement Value Result
luminous lens area (mm2) 2500 14940 PASSED
Remarks : Required by SAE J2087

DRL
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Report No. :

Test Component :
Applicant

ISOQA-19-0058

20-FD015/ 20-FD0O16
Morimoto Lighting

1IREOD A
1 O & \L/m\

www.isoga.org | isoqa@isoqa.org

PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 3.167 m Light Source Designation LED x 48
Test Voltage 128V Lighted Sections N/A
ST oy Sample 1 Sample 2
eady Burning at H- ; - ; ;
(according to SAE J1889) 1 min. Steady Ratio 1 min. Steady Ratio
1085 1076 1.01 1143 1132 1.01
. Minimum Maximum Sample 1 Sample 2
Test Points 3 ]
(cd) (cd) Measured Measured
H-V 500 3000 1076.00 1132.00
Visibility - 3000 1167.14 1255.09

DRL
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Report No. : ISOQA-19-0058
Test Component : 20-FD015/ 20-FD0O16
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Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYangLee 2019/1/28
Test distance(m) : 3.073m Light Source Designation LED x 48
Color of Light Emitted : White
Sample 1 Sample 2
Color emitted from HV point X= 0.3526 0.3515
y= 0.3697 0.3693
0.45
0.425
0.4
0.375
==S1
0.35 52
0.325
0.3
0.275

0.275 03 0.325 0.35 0.375

Remarks

0.4 0425 045 0475 0.5 0.525

DRL
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Report No.

Test Component :
Applicant

: ISOQA-19-0058

20-FDO015/ 20-FD
Morimoto Lighting

016
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SIDE MARKER LAMP TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2019/1/28
Report Number ISOQA-19-0058
Number of devices tested See below
Light source Designation LED x 15
SUMMARY

Test Description

Test Results

Number Passed

Number Failed

- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
Remarks

ﬁ/wd/z&,c.,a&

Signature of Responsible Laboratory Official

Title
Date:

Side Marker

Laboratory Manager
February 21, 2019

page 22 of 29
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Test Component : 20-FD015/ 20-FD0O16

EE I EEEEER
www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting
PHYSICAL INSPECTION
Inspection Performed by : Bo Yang Lee Date : 2019/1/28
Marking on Lens DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO
Marking on Housing 12V
. CHIMEI-ASAHI Corporation WONDERLITE PC-110L POLYCARBONATE

Lens Material

N-102 Clear $
Coating of External Lens UVHC 3000

Trade No/ Designation| LED
Light Sources Used Quantity 15

Rated Voltage 12V

Remarks
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Test Component :
Applicant

ISOQA-19-0058

20-FD015/ 20-FD0O16
Morimoto Lighting

ICENA
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PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 3.167 m Light Source Designation LED x 15
Tested Voltage 128V
) Sample 1 Sample 2
(ai::?)?‘g%sl’:;msrfEa\tJ:gXQ) 1 min. Steady Ratio 1 min. Steady Ratio
38.79 35.64 1.09 35.41 35.21 1.01
, Minimum (cd) Sample 1 Sample 2
Test Points
FMVSS 108 | SAE J2042 Measured Measured
H-V 0.62 - 35.64 35.21
10U - 45R 0.62 - 13.95 18.18
10U -V 0.62 - 32.99 31.15
10U - 45L 0.62 - 20.76 13.95
H-45L 0.62 - 21.16 14.25
H - 45R 0.62 - 13.68 18.85
10D - 45R 0.62 - 12.61 18.08
10D -V 0.62 - 31.69 30.75
10D - 45L 0.62 - 20.37 13.33

Side Marker
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Test Component : 20-FD015/ 20-FD0O16

EE I EEEEER
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Applicant : Morimoto Lighting
COLOR TEST
Test Performed by : BoYangLee Date : 2019/1/28
Test distance(m) : 3.073m Light Source Designation : LED x 15
Color of Light Emitted : Yellow
Sample 1 Sample 2
Color emitted from HV point X= 0.5792 0.5793
y= 0.4175 0.4173
0.45
0.44
0.43
0.42
Al == S1
0.41 S2
0.4
0.39
0.38

0.54 055 056 057 058 0.9 0.6 0.61 0.62

Remarks

Side Marker page 25 of 29



Report No. :

Test Component :
Applicant

ISOQA-19-0058

20-FDO015/ 20-FD
Morimoto Lighting

016
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1 O & \L/m\

www.isoga.org | isoqa@isoqa.org

REFLEX REFLECTOR TEST REPORT

Test Component

20-FD015/ 20-FD016

Applicant Morimoto Lighting
Test Laboratory ISOQA Technical Service Co., Ltd.
Test Date 2019/1/28
Report Number ISOQA-19-0058
Number of devices tested See below
Light source Designation N/A
SUMMARY

Test Description

Test Results

Number Passed

Number Failed

- Physical Inspection 2 -
- Photometry Test 2 -
- Color Test 2 -
Remarks

M&,@%

Signature of Responsible Laboratory Official

Title
Date:

Reflex Reflector

Laboratory Manager
February 21, 2019
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Test Component : 20-FD015/ 20-FD0O16

EE I EEEEER
www.isoga.org | isoqa@isoqa.org

Applicant : Morimoto Lighting
PHYSICAL INSPECTION
Inspection Performed by : Bo Yang Lee Date : 2019/1/28
Marking on Lens DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO
Marking on Housing 12V

CHIMEI Corporation ACRYREX CM-205 POLYMETHYL

Reflex Reflector Material METHACRYLATE A-001 Yellow

Coating of External Lens UVHC 3000
Trade No/ Designation| N/A
Light Sources Used Quantity N/A
Rated Voltage N/A
Remarks
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Applicant

ISOQA-19-0058

20-FD015/ 20-FD016

Morimoto Lighting
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PHOTOMETRY TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Test distance(m) 100 ft Color of Light Emitted Yellow
Minimum
Observe Angle Entrance Angle (Mcd/ Lux) Sample 1 Sample 2
0.2 0 0 1050 3169.00 2609.00
0.2 H 10U 700 2631.00 2170.00
0.2 H 10D 700 2640.00 2278.00
0.2 20L \Y 350 1764.00 988.00
0.2 20R \Y 350 1246.00 1487.00
1.5 0 0 15 61.40 62.10
1.5 H 10U 12.5 46.10 44.30
1.5 H 10D 12.5 50.10 51.20
1.5 20L \Y 7.5 28.70 23.20
1.5 20R \Y 7.5 20.10 34.80
COLOR TEST
Test Performed by Bo Yang Lee Date 2019/1/28
Color of Light Emitted Yellow
Requirement (Visual Method) PASS FAILED

Yellow (Amber). Yellow is not acceptable if it is less saturated (paler),

greener, or redder than the limit standards.

Remarks

Reflex Reflector
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Test Component : 20-FD015/ 20-FD0O16
Applicant : Morimoto Lighting

EEEEEEEEE
www.isoga.org | isoga@isogqa.org

Front View

=
ﬁ ‘.‘-%““t;“':
Top View Rear View

=

806 34 WR m, P2 l-’u-ﬂlﬂzﬂj

e

T J

DO SAE VOR Ho P2 A DRL P b 18 20-+100 (MemmahE

DOT SAE VOR HL P2 ADRL P 15 18 20-FD015 MORIMOTO
Marking

Drawing
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